
ENT Treatment XVS-3

SPESIFIKASI

NO PRODUK MERK TYPE
NEGARA 

ASAL

Endoscope Visual System (XVS3) LED Light Source

- LED Light Source (1 Channel)

- CCD Camera for Endoscopic system

- Straight Adaptor for endoscopes

- LCD Monitir (19) with arm set

- Hanger set for endoscope

SPECIFICATIONS

- Power source : AC 220V, 50/60Hz

- Power Consumption : 200VA

- Type : LED Light source

- Resolution : NTSC(768x494), PAL(752x582)

- Source : LED 3.9V/13.5A one channel

- Camera : CCD Gun type

- Dimension : 315mm(W)x302mm(D)x110mm(H)±10%

- Intensity of radiation : 6.0x10⁴ Lux↑

- Lamp life : more than 30,000 hours↑ 

- Color temperature : 6,500K

- Features : 1/2/4 Capture display

Scope : 2 pcs 

Choice Scope 

Otoscope : GD-059 Otoscope        0⁰   Ø2,7  60  mm

GD-060 Otoscope        0⁰   Ø2,7  90  mm

GD-054 Otoscope        0⁰   Ø4     90  mm

GD-055 Otoscope       30⁰  Ø4     90  mm

Sinuscope : GD-053 Sinuscope      70⁰  Ø4    175 mm

GD-052 Sinuscope      30⁰  Ø4    175 mm

GD-051 Sinuscope       0⁰   Ø4    175 mm

GD-074 Sinuscope       0⁰   Ø2,7 175 mm

GD-076 Sinuscope      70°  Ø2,7 175 mm 

Laryngoscope : GD-063 Laryngoscope 70° Ø6    185 mm

GD-062 Laryngoscope 90° Ø8    160 mm
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