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TECHNICAL SPECIFICATIONS
• Maximum Output Power CUT : 200 W - 300 Ω
• Maximum Output Power BLEND (CUT/COAG) : 150 W - 300 Ω
• Maximum Output Power FORCED COAG : 150 W - 200 Ω
• Maximum Output Power SOFT COAG : 100 W - 200 Ω
• Maximum Output Power BIPOLAR PURE CUT : 120 W - 50 Ω
• Max Output Power BIPOLAR COAG : 100 W - 50 Ω
• Max Output Power BIPOLAR SEALING : 200 W - 50 Ω
• Max Output Power BIPOLAR TUR (CUT) : 120 W - 50 Ω
• Selectable Input Voltage : 100 - 240 VAC / 50-60 Hz
• Inlet Power : 750 VA
• Working Frequency : 360 Hz

Accessories :
• Disposable tip : 5 pcs
• Reusable tip  : 1 pcs
• Blade Type Electrodes 7 cm, straight : 1 pcs
• Blade Type Electrodes16 cm, straight     : 1 pcs
• Bipolar Electrodes 20 cm, straight type     : 1 pcs
• Bipolar Electrodes 20 cm, double bend : 1 pcs
• Ball Type Electrodes Dia. 2 mm, 6 cm, straight : 1 pcs
• Ball Type Electrodes Dia. 2 mm, 6 cm, curved : 1 pcs
• Ball Type Electrodes Dia. 3 mm, 6 cm, straight : 1 pcs
• Ball Type Electrodes Dia. 3 mm, 6 cm, curved : 1 pcs
• Ball Type Electrodes Dia. 3 mm, 14 cm, straight : 1 pcs
• Patient Plates Disposable plate  : 5 pcs
• Bipolar Forceps 20 cm, straight tip  : 1 pcs
• Bipolar Forceps 20 cm, bayonet, straight  : 1 pcs
• Patient plate cable, reusable     : 1 pcs
• Bipolar penset cable, reusable   : 1 pcs
• Cable        : 1 pcs
• Foot Pedal : 2 pcs
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IInspital NS02.00 is new generation of electrosurgery devices with microprocessor control 
and 7” touchscreen control panel. It is suitable to use in emergencies and minor or major 
surgeries.
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