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NO PRODUK MERK TYPE NEGARA ASAL

Features  :

- Evolution, accuracy and reliability in the operating room

- High quality illumination level for each kind of surgery

-

- Exceptional duration at low consumption

- IR-free light without heat

-

- Focused and ambient light

- Practical and functional design, Comfortable and light to move

- Suitable design for luminar flows 

- Cold and shadowless light

- ENDO - Light for endoscopy ideal for minimal-invasive surgery

Technical Features Main Lamp :

- Product Class (EN 60601-2-41) : I
- Power Supply : 100-240 VAC ±10%
- Power consumption : 75W (90 W @ 160K lux)
- Frequency : 50/60 Hz
- Light Source : LEDs
- Average life : 50.000 hrs about
- Lighting at the centre, Ec @100 cm : 160.000 lux
- Intensity adjustment : from 5% to 100%
- Colour temperature, CCT : 4.500 °K 
- Colour rendering index, Ra : 95
- Light field size : 24 - 33 cm
- Focusable working distance : 70 - 150 cm
- Lighting depth L1+ L2 : 64 cm
- Light head weight : 12 kg
- Light head diameter : 67 cm
- Handle : Removable and sterilizable

Technical Features Satelit Lamp  :

- Product Class (EN 60601-2-41) : I
- Power Supply : 100-240 VAC ±10%
- Power consumption : 75W (90 W @ 160K lux)
- Frequency : 50/60 Hz
- Light Source : LEDs
- Average life : 50.000 hrs about
- Lighting at the centre, Ec @100 cm : 160.000 lux
- Intensity adjustment : from 5% to 100%
- Colour temperature, CCT : 4.500 °K 
- Colour rendering index, Ra : 95
- Light field size : 24 - 33 cm
- Focusable working distance : 70 - 150 cm
- Lighting depth L1+ L2 : 64 cm
- Light head weight : 12 kg
- Light head diameter : 67 cm
- Handle : Removable and sterilizable
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Ergonomics for an extraordinary simplicity of use and easy positioning for 

the medical team

Colour temperature which represents the contrast of the surgical area 

perfectly


