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Cassette Storage

SPECIFICATION :

Generator X-Ra
High Frequency Inverter Control System

Adjustable Tube Voltage : 40kV - 125kV ( 1 kV Step )
mAs Range : 0,1 mAs - 320 mAs

Max Output Power : 5kW @ 50kV 100mA Pada Input 220V
Tabung X-Ray

Focal Spot: 0,6mm / 1,8mm

Max Tube Voltage Current : > 125 kV / 100 mA
Anode Type : Stationary Anode

Anode Heat Storage Capacity : 30kJ

Target Angle : 15°

Colimator

Lamp illumination : > 160 lux ( 24V / 150 W)

Power Input : 240 Volt AC/DC 50/60 Hz

AC input

Voltage : AC 220 / 230V

Phase & Frequency :1 Phase 50/60Hz

Power Consumtion : 3500 Watt

Sertifikat produksi

Kemenkes RI Nomor : Net Wight : 150kg
FK.01.02/V1/310/2018
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Spesifikasi

Movemenet
Focal Point Distance From floor
Telescopic

Tube Column Rotation
Power Voltage
Power Consumption

Generator

Power

Tube Voltage

MA Range
Exposure Time
MmASs Range
Frequency of work

X-Ray Tube

Anode heat content
Fokal spot (small/large)
Anode angle

Target Constructions
Weight ( Approx )
Cooling Methode

User Interface
Monitor

Type Screen
Response speed
APR

Remote Control

: Manual

: Max : 1850 mm:;Min:730mm
: Max : 730 mm;Min: 580mm

315
: 220 VAC, 1 Phase 50 Hz
: 3500 Watt

: 40 KW, High Frequency
: 40 - 125kV

: 10 - 500mA

: 0,001 - 10 Sec
:0,1-320 mAs

: 80 kHz - 400 kHz

: 100kJ (140 kHU)
=1.0/2.0

: 16

: Rhenium-Tungsten faced Molybdenum
: 16 Kg

: Natural Or Forced Air

ELP MD 500

: 22” high-resolution (touch-screen monitor) Up to 1920x1080
: Hard Panel
;4 ms

: More Than 650 pre-programable setting (APRS)
. Expose

Touch Screen Panel Control

Hand Switch

High Voltage Cable

Q_° Rotating Arm

X-Ray Tube

Handle

olimator

Sertifikat produksi

Kemenkes RI Nomor :

FK.01.02/VI/310/2018
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Wireless Flat Panel Detector

Type : Direct Deposit Cesium lodide (Csl)

Active Area :43.37 x3548 cm

Pixel Array : 2816 x 2304pixel

Image resolution : 3.25 Ip/mm

Communication Interface : Gigabit Ethernet or wireless 2.4/5 GHz, 300Mbps
Image Acquisition Time : 4- 5 seconds

Pixel size : 154 um

Greyscale : 16 bit/pixel

Weight . Typical 3.7 kg include battery

Maximum patient weight : 100 kg on 4 cm circle ; 150 kg on surface area
Handle : Yes

Workstation & Image Processing Software

Processor :Intel Core i7

Operating System : Windows 10

Hard Drives :Single 1 TeraByte

Local Storage Capacity : >50.000 Images

GUI : Single Panel, User Friendly

Language : English / Bahasa Indonesia

Feature : Patient Register, Image Management,

mage Processing, Film Composer,
DICOM Worklist, etc
Connectivity : DICOM 3.0

Complete with : - o
Protective Charging '**_ \

Case Dock Wiralace

Flat Panel Detector W

Indoray DR Software

Easy Operation
Pencitraan gambar dengan kualitas tinggi, kompatibel secara luas dirancang untuk pemosisian
subjek yang mudah dan akuisisi gambar yang cepat.

Efficient Out-of-box Design
Proses kalibrasi yang cepat untuk memudahkan dalam penggunaan, sistem AED
(Automatic Exposure Detection) yang memungkinkan untuk digunakan dengan semua jenis sistem sinar-X.

Versatile Hardware
Konstruksi tahan lama untuk kinerja jangka panjang yang stabil. Mobilitas terbaik dengan masa pakai
baterai yang superior, desain yang ringan, dan pegangan model lipat.

Perfectly Balanced Care
Keseimbangan yang tepat dari berbagai teknik pencitraan dan dioptimalkan oleh teknologi
DQE (Detective Quantum Efficiency) yang sangat tinggi untuk meminimalkan dosis radiasi.

*Optional
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IRT HF 50 + DR

Flat Panel Detector

INDORAY DR Workstation
& Touchscreen Monitor

INDORAY DR Software

* Optional

*Medical Printer
(Optional)

INDORAY Radiologi Konvensional 500mA system Generator Frekuensi Tinggi
Dengan Sistem Digital Radiografi Teknologi Pencitraan X-Ray Diaghostik Terbaik

®

INDORAY

Radiologu)
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IRT HF 50 + DR

Generator X-ray Frekuensi Tinggi 40 kW yang menghasilkan keluaran sinar-X
yang stabil dan memberikan gambar yang jernih dan tajam dalam waktu
pemaparan yang singkat sehingga mengurangi dosis pasien

SPEC. IRT HF 50 SPEC. IRT HF 50

Dimensi 200x 73 x72 cm Meja P pRIng S
- Rotasi Kolom = 180°
Berat + 300kg
» - Untuk Ukuran Kaset : 18 x 24 s/d 43 x 43 Oly
Titik Fokus 1.0/020 - Grid (min) 35 x 43, 103 LP|
Voltase Kerja 40 - 125 kV
FLAT PANEL DETECTOR
idi 16°
Sudut Bidikan Type 14"x17" Imaging Plate
Penyimpanan Panas Anoda 140 kHU Scintilator Direct Deposit Cesium lodide (CSI)
Active Area 43.37 x 35.48 cm
Scintilator Matrix 2304 x 2816
GENERATOR  RoHF40 [ o
Keluaran Daya Maksimal 40kW Image Acquisition Time ~ 3-5 Seconds
Exposure Control Full Field Automatic Exposure Detection
Frekuensi Kerja 80kHz-400kHz (F2AED) or Manual
Tegangan Listrik 220VAC, 1 phase 50 Hz INDORAY WORKSTATION & SOFTWARE
o Processor Intel Core i15-2400 (Setara)
Daya Listrik 3500 Watt Operating System Windows 10
Hard Drives Single 1 TeraByte
Waktu Ekposur 0,1-55ec&0,1-320mAs Local Storage Capacity >50.000 Images
Rentang KV 40 - 125kV GUI Single Panel, User Friendly
Rentang mA 10 - 500mA Language English / Bahasa Indonesia
Image Output 3-5 second from exposure
KOLIMATOR _ Feature Patient Register, Image Management,
Image Processing, Film Composer,
Kekuatan Kinerja 24 AC/DC, 150W DICOM Worklist, etc
Connectivity DICOM 3.0
tegangan terendah
(tegang ) MONITOR
Intensitas 2 150 lux Device Type LED backlit LCD monitor touchscreen
: : : Panel Type IPS
Sistem Operasional Kontrol daun timah Native Resolution 1020 x 1080
secara manual Input Connectors USB. VGA. DisplayPort
Pixel Pitch 0.275 mm x 0.275 mm
Filter Bawaan 2mm Aspect Ratio Widescreen — 16:9
Power Consumption 171 W
(On mode)
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